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• Heavy-duty performance

• Power blast spray

• Removes oil, grease, dirt and tar

• Non-flammable 

• Non-chlorinated

• Non-conductive 

• Fast evaporating

• No rinsing

• No residue

• Safe on most metals  
 (as per MIL-T-81533A)

•  Acceptable for use in Canadian 
Food Processing Establishments.

FEATURES

• Air Compressors
• Bearings
• Cables
• Chains
• Cranes
• Electric Motors
• Forklifts
• Gears
• Generators
• Power Tools
• Terminals

APPLICATIONS

Flash Point:
 None
Specific Gravity:
 1.291 – 1.317
KB Value:
 125
% Non-Volatiles:
 100 ppm. max.

Dielectric Strength and Breakdown  
Voltage (ASTM D-877):
 9,000 Volts
Propellant:
 Carbon Dioxide

PROPERTIES

Net Fill Part No.
 20 oz. (567 grams) aerosol 00720
  5 gal.  (18.93 liters) 00705
 55 gal.  (208 liters) 00755

PACKAGES
MATERIAL SAFETY DATA SHEETS AVAILABLE UPON REQUEST OR VISIT OUR WEB SITE : WWW.LPSLABS.COM

Nonfood Compounds Program 
Listed Category Code:  

C1 Registration # 129029  
(Aerosol); # 129028 (Bulk)

SPECIFICATIONS:
• Airbus ABR 9-0140
• Boeing D6 - 17487 Rev. P
• McDonnell Douglas CSD #1


