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All purpose, water-based, industrial • 
strength cleaner for dirt and oil

Butyl-free & biodegradable• 

Ideal for parts washers & pressure • 
cleaners

Safe to use on most surfaces  • 
except magnesium

pH of 11.0 - 11.5• 

Features

All-PurPose CleAner

Aluminum• 
 Carbon• 
 Carpet• 
Chrome• 
Computer Casing• 
Counters• 
Diesel Fuel• 
 Dip Tanks• 
 Engines• 
 Fiberglass• 
 Floor Scrubbers• 
Grease• 
Grease Filters• 
Machinery• 
Metal Prepping• 

 Painted Surfaces• 
Parts Washers• 
Pressure Sprayers• 
Road Tar• 
 Smoke• 
Soot• 
 Spot Cleaning• 
Stainless Steel• 
Tile and Grout• 
 Tumblers• 
Vehicles• 
Vents• 
 Vinyl• 
Windows• 
Work Benches• 

applications

Net Fill Part No.
 28 fl. oz. (828 ml) trigger 05528
 1 gal.  (3.78 liters) 05501
 5 gal.  (18.93 liters) 05505
 55 gal.  (208 liters) 05555

packages

Flash Point:
 None
Specific gravity:
 1.020 @ 77°F (25°C)
Color:
 Purple
Odor:
 Sassafras

pH:
 11.0 – 11.5
VOC Content:
 40.8 g/l
% Volatile:
 93%
Rinsability:
 Excellent

properties

MATERIAL SAFETy DATA SHEETS AVAILABLE UPON REqUEST OR VISIT OUR WEB SITE : WWW.LPSLABS.COM

Nonfood Compounds Program Listed  
Category Code: C1 Registration # 130101

Dilution Rates
BFX Water BFX Water

1 to 4 parts = 32 fl. oz 1 gallon

1 to 5 parts = 26 fl. oz 1 gallon

1 to 10 parts = 13 fl. oz 1 gallon

1 to 20 parts = 6.5 fl. oz 1 gallon

1 to 40 parts = 3 fl. oz 1 gallon

1 to 80 parts = 1.5 fl. oz 1 gallon

1 to 100 parts = 1.3 fl. oz 1 gallon

1 to 128 parts = 1 fl. oz 1 gallon

1 to 150 parts = .85 fl. oz 1 gallon


